
The AUBO Ice Cream Robot is an intelligent retail terminal developed by AUBO Robotics. It integrates a proprietary OS with 

commercial collaborative robots to precisely replicate artisanal ice cream crafting techniques, recreating delicate textures. 

With customizable scenarios, it enables rapid deployment of unattended retail networks in commercial spaces, pioneering 

new consumption experiences.

Consistent Quality, Efficient Operation  Efficiently produces multiple ice cream flavors daily. One person can 

replenish materials in ≤5 minutes without dedicated staffing, ensuring low operational costs. Manual operations 

struggle with product consistency and incur high labor expenses.

Artisan Quality, Tech-Driven  The self-developed LUBAN OS powers 6-axis industrial robotic arms to biomimeti-

cally replicate master-level craftsmanship. Seamlessly integrated with AUBO’s open control platform, it features a 

dedicated interactive touchscreen with multi-modal interfaces and futuristic aesthetics.

Smart O&M, Remote Management  Real-time status monitoring enables remote anomaly resolution. Features 

include one-click fault recovery, live material tracking, low-stock alerts, and visualized operational oversight.

Cloud Intelligence, Data-Driven Decisions  Mobile backend management enables precision data-driven opera-

tions. Digitized order tracking provides real-time revenue analytics and profit breakdowns.
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www.aubo-cobot.com 

Suitable for scenic areas, commercial districts, amusement parks, sports venues, office buildings, schools, leisure clubs, 

restaurants, and other types of scenes.



AUBO-IC100Item

TECHNICAL SPECIFICATIONS

Color

Dimensions

Weight

Footprint

Ordering

Robotic Arms

Cycle Time

Max. Refill Capacity

Operating Temp

Operating Humidity

Warranty

Solid Color (White/Pink)

1500X900X2000mm

450KG

≈1.5 m²

Scan-to-Order/WeChat Pay

AUBO C3 6-axis × 2

50 s/cup

≈100 cups (per refill)

0~50℃

20%~80% RH (non-condensing)

12 months

INSTALLATION REQUIREMENTS

Two 220V/16A 3-pin sockets (recommended: ≥2.5mm² copper wire); Main circuit: ≥4mm²

Network: Ethernet port or 1 SIM card (recommended: 60GB/month from major carriers).

Electricity

Network
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